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Highlights: 19 
 High P/T triaxial deformation experiments on pure calcite limestone. 20 
 Triaxial experiments in open and closed conditions at 600 and 800 ˚C 21 
 Permeability decreases from ~10-17 to ~10-19 m2 between 200 and 600 ˚C 22 
 Decarbonation is strongly limited at high P/T-conditions for pure calcite rocks. 23 
24 
Abstract 25 
Limestone in volcanic basements has been identified as a hazard in terms of edifice stability 26 
due to the propensity of calcite to decompose into lime and CO2 at high temperatures (>600 27 
˚C), causing a decrease in mechanical strength. To date, such hypotheses have been tested by 28 
experiments performed at ambient pressure. The present work determines the mechanical 29 
strength of limestone under sub-volcanic conditions of pressure and temperature and 30 
evaluates the effect of calcite decomposition. To this end, we use Mt. Etna as a case study, 31 
deforming sub-Etnean carbonate samples under tri-axial compression using a Paterson 32 
deformation apparatus. We evaluate the effect of thermal decomposition of calcite on sample 33 
strength by comparing closed and open systems and measuring the permeability evolution 34 
under static conditions. Mechanical and micro-structural observations at a constant strain rate 35 
of 10− 5 s− 1 and at a confining pressure of 50 MPa indicate that the rocks are brittle up to and 36 
including 300 ˚C. At higher temperatures the deformation becomes macroscopically ductile, 37 
i.e., deformation is distributed throughout the sample. The brittle to ductile transition is 38 
accompanied by an irreversible permeability decrease from ~10-17 to ~10-19 m2 between 200 39 
and 600 ˚C. We present new evidence that permanent change in permeability is due to ductile 40 
processes closing the initial pore space. Samples deformed at temperatures up to 900 ˚C do 41 
not contain any decarbonation products. At these temperatures, permeability is sufficiently 42 
low to permit CO2 pore pressures to increase, thereby increasing local CO2 fugacity, which in 43 
turn strongly limits the decarbonation reaction. We note that, for non-pure calcite rocks, 44 
permeability might be sufficient to allow decarbonation reactions to occur. As such, 45 
variability in lithologies may slightly influence the efficiency of decarbonation reactions. We 46 
conclude that, in a closed system, the instability of Mt. Etna is related to high temperature 47 
induced ductile flow of basement limestone rather than chemical / mineralogical changes. 48 
This may have important implication for the stability of volcanoes within carbonate-rich 49 
basement, as carbonates become significantly weak at high temperatures, which may increase 50 
the risk of sector collapse. 51 
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1. Introduction 57 
Volcanic edifices are the result of accumulation of deposits from effusive and/or explosive 58 
eruptions (Odbert et al., 2015). However, their heterogeneity and rapid growth promote 59 
instability: in the worst-case scenario this might result in sector collapse (e.g. Mt. St. Helens, 60 
Christiansen & Peterson, 1981). Such instabilities are complex and likely result from the 61 
interplay between magmatic processes, active tectonics and gravitational collapse. The 62 
consequences of sector collapse are often catastrophic and may subsequently trigger new 63 
volcanic unrest. This can take the form of rapid influx of magma, as shown for Soufrière 64 
Hills Volcano, Monserrat (Cassidy et al., 2015), or increasing the eruptive potential of a 65 
magma due to decompression (e.g. Alidibirov and Dingwell, 1996). For this reason, 66 
deformation of volcanic edifices and their basements are actively monitored though varied 67 
methods such as GPS (Segall and Davis, 1997; Bonacorso et al., 2011), INSAR (e.g. Hooper 68 
et al., 2004) and location of local earthquakes (e.g. McNutt, 2005.). These measurements are 69 
important in monitoring and forecasting edifice stability and to infer the physical mechanisms 70 
taking place in the subsurface.  71 
Previous work has suggested that the overall stability of volcanic edifices is controlled by the 72 
properties of their shallow structure along with that of the basement on which they are built 73 
(van Wyk de Vries & Borgia, 1996). A thorough understanding of the subsurface geology in 74 
terms of its mechanical behavior of the involved lithologies is therefore critical when 75 
attempting to link surface deformation to sub-surface processes. Several volcanic edifices, 76 
such as El Chichon, Mexico (Duffield et al, 1984), Merapi, Indonesia, (Troll et al., 2012), 77 
Vesuvius, Italy (Iacono-Marziano et al., 2009) and Etna, Italy (Mollo et al., 2011; Heap et al., 78 
2013) are built on a carbonate basement. In the case of Mt. Etna, the edifice is made of  <~2 79 
km thick lavas and pyroclasts unconformably covering a sedimentary basement, which is part 80 
of the fold and thrust belt developed at the margin of the Africa promontory during the 81 
Neogene Quaternary Europe-Africa convergence (Wiesmaier et al., 2015). This basement 82 
comprises a ca. 2 km thick stack of Miocene thrust sheets of clays, sandstones and 83 
carbonates, collectively known as the Apenninic-Maghrebian Chain (AMC) (Branca et al., 84 
2011). These thrust sheets rest on the foreland domain, a thick Mesozoic to Mid-Pleistocene 85 
carbonate succession, collectively called the Hyblean Plateau (Catalano et al., 2004).  86 
 87 
In general, volcanic basements are subjected to anomalously high geothermal gradients, i.e. a 88 
relatively shallow rock mass (~2 km) can be at higher temperatures than normal, ranging 89 
between 50-150 ˚C/km as reported for Icelandic geotherms (Flóvenz and Saemundsson, 90 
1993). This is further enhanced by the existence of dykes and sills carrying magma to 91 
relatively cool country rocks, especially in areas where layered media exist of differing 92 
mechanical properties (e.g. Gudmundsson and Loetveit, 2005). The lithological contrast 93 
between volcanic deposits and basement carbonates, along with the large thermal gradients 94 
and complex geological structures at depth, generates a complex strength profile.  95 
 96 
Mt. Etna possesses an unstable eastern flank, which has been a topic of extensive study (e.g. 97 
Apuani et al., 2013). A combination of different monitoring techniques has revealed large-98 
scale deformation at depth (e.g. Lundgren et al., 2004; Neri et al., 2004), supporting the 99 
hypothesis that a large detachment exists at depth (4-5 km) within the carbonates (e.g. 100 
Acocella and Puglisi, 2013) and more potential detachment surfaces between 1.5 and 3 km 101 
depth (e.g. Palano et al., 2008; Nicolosi et al., 2014). To further our understanding of the 102 
carbonate basement of Mt. Etna, recent studies have conducted rock deformation experiments 103 
(e.g. Mollo et al., 2011; Heap et al., 2013; Wiesmaier et al., 2015). Whilst such data are 104 
important to gain first order insights into the mechanical processes of the sedimentary units 105 
beneath Mt Etna, the experiments of the aforementioned studies were conducted under 106 
uniaxial conditions (i.e. room pressure). To obtain a more complete understanding, such 107 
studies need to be extended to higher pressure and temperature conditions. However these are 108 
difficult to obtain due to the challenging pressure and temperature conditions that exist in 109 
volcanic areas (e.g. Flóvenz, Ó. G., & Saemundsson, K., 1993).  110 
 111 
From a thermo-chemical perspective, carbonate rocks are prone to thermal decomposition by 112 
the breakdown of calcite when exposed to temperatures over 600 ˚C (Rodriguez-Navarro et 113 
al., 2009); such temperatures are easily reached in volcanic settings. This process is known as 114 
decarbonation and implies the decomposition of calcite (CaCO3 into lime (CaO) and carbon 115 
dioxide (CO2) (Mollo et al., 2013 and references therein). The expelled carbon dioxide can 116 
potentially enrich nearby magmatic bodies (e.g. Marziano et al., 2007; Chiodini et al. 2011) 117 
contributing to the overall CO2 decarbonation, which is considered a reliable marker of 118 
impending eruptions (e.g. Aiuppa et al., 2006). Furthermore, CO2 can build up directly as 119 
local pore pressure, changing the effective confining pressure and subsequently affect the 120 
mechanical behavior of the sample. For example, as the brittle ductile transition is pressure 121 
dependent, a reduction in effective confining pressure could cause a switch from ductile to 122 
the brittle regime. Such mechanisms subsequently change the strength of the volcanic edifice 123 
in general. In any case, the key parameter controlling the pore pressure is the permeability, 124 
which indirectly determines how easily the gas can escape from the rock. Permeability is 125 
notably affected by deformation during which the internal structure of rocks is modified (e.g. 126 
Fischer & Paterson, 1992; Zhu and Wong, 1997). Furthermore, deformation is changed by 127 
elevated pore pressure as the effective stresses are reduced. Local pore pressures may 128 
significantly increase when the permeability is low, especially in the case of isolated pores 129 
(e.g. Zhang et al., 1994). 130 
 131 
Previous studies have investigated the effect of temperature on the strength of carbonate 132 
rocks from the basement of Mt. Etna, but they have been limited to unconfined conditions 133 
(Mollo et al., 2011; Heap et al., 2013). In Mollo et al. (2011), brittle behavior was seen in all 134 
experiments up to 760 ˚C, with a noticeable trend of decreased total strain before failure as 135 
temperature increased. Conversely, Heap et al. (2013) reported brittle-ductile transition 136 
(BDT) at approximately 550 ˚C. In this work, the BDT is defined as the transition from a loss 137 
of strength during strain accumulation to strain accumulation without loss of strength (see 138 
Byerlee, (1968) and Rutter, (1986)). Both Mollo et al., (2011) and Heap et al, (2013) indicate 139 
thermal decomposition by the presence of the mineral portlandite in post-test sample analysis, 140 
which itself formed due to lime reacting with ambient water. To confirm this observation, 141 
Mollo et al., (2012) studied thermal decomposition within a closed system (i.e. no free 142 
outflow of CO2) by controlling the carbon-dioxide fugacity during experiments. They found 143 
that decarbonation is arrested in a closed system and argued that closed systems might not be 144 
realistic due to thermal microcracking, whereby any CO2 produced would likely escape 145 
through the enhanced permeability due to the microcracks. However, these experiments were 146 
conducted at ambient pressure (an effective pressure of zero) in the CO2 fugacity experiments 147 
(Mollo et al., 2012). Therefore, these results may not reflect the process at depth where 148 
confining pressure, temperature and differential stresses would influence the physio-149 
mechanical behavior of the rock mass.  150 
One of the most extensively studied rocks for which reliable mechanical data exists are 151 
carbonates (e.g. Rutter 1995; Renner & Evans, 2002). Many experiments have focused on 152 
single crystals or single-phase aggregates of typical minerals such as calcite (e.g. Wang et al., 153 
1996; De Bresser & Spiers, 1997). However deformation of a natural assemblage from a 154 
volcanic area have received less attention in literature. The goal of this study is to extend the 155 
previous work to high confining pressure and temperatures. Moreover, we aim to better 156 
understand how elevated pressure/temperature conditions affect the rheological behavior of 157 
carbonates and investigate the thermo-chemical reaction in the carbonates beneath the Etnean 158 
volcanic system. The work focuses on a temperature range from 25˚C to 900 ˚C and 159 
confining pressures from 50 to 100 MPa (depth equivalent 2-4 km). We additionally assess 160 
how high temperatures may modify the permeability of sub-volcanic carbonates.  161 
 162 
163 
2. Material and Methods 164 
2.1 Sampling Material 165 
We used Comiso Limestone (hereafter CL), part of the large succession of thick Mesozoic to 166 
Mid-Pleistocene carbonates of the foreland area (Hyblean Plateau, Fig.1). Cross sections 167 
suggest that the CL can be found at 4-6 km below Mt. Etna’s peak (Branca et al., 2011), 168 
although rock types similar to CL may occur at shallower levels whereas large carbonate 169 
lenses are also known in the subsurface units (Wiesmaier et al., 2015).  170 
 171 
Figure 1: Simplified geological map of Sicily. After Manzi et al., 2011. 172 
 173 
The CL formation outcrops 50 km to the south of Mt. Etna and is quarried for building 174 
purposes. Sample blocks were obtained from a quarry near the town of Comiso 175 
(36˚56’58.3’’N, 14˚36’53.6’’E; Fig. 1). The formation consists mainly of mud- and 176 
wackstones with occasional beds of dolomite and marls. The mineralogical composition has 177 
been characterized by XRD (see methods and results). Spectra indicate the samples consist 178 
purely of calcite (see figure 5). Pre-test sample characterization using a texture goniometer 179 
(Seifert–Scintag XDS2000, installed at ETH Zurich, Geological Institute) established that the 180 
samples have an isotropic fabric, and we therefore treat the samples as homogeneous. The 181 
initial bulk density of the samples used in this study was 2468 kg/m-3 with an initial 182 
connected porosity of 8.7%, measured using a helium pycnometer.  183 
 184 
2.2 Methods 185 
2.2.1 Sample and assembly preparation 186 
Cylindrical samples were drilled using a diamond coring drill of either 12 mm or 15 mm 187 
inside diameter and cut to a 2.5 to 1 standard length-to-diameter ratio using a diamond blade 188 
saw. All samples used in this study are all drilled from the same block. End faces were 189 
ground perpendicular to the coring direction and plane parallel to within 0.01 mm. Samples 190 
were stored in a drying oven at 70 ˚C for at least 24 hours to ensure that they were completely 191 
dry. Deformation experiments were performed using the “Paterson” type triaxial cell 192 
(Paterson, 1990) installed at the Rock Deformation Laboratory at ETH Zürich. Using an 193 
internal furnace and Argon as confining medium, the apparatus can reach pressure and 194 
temperature (P/T) conditions up to 600 MPa and 1200 C respectively. Samples are held 195 
between alumina and zirconia pistons and the entire assembly jacketed using copper or iron 196 
to isolate the sample and pore pressure (if applicable) from the confining medium. To reduce 197 
the effect of jacket strength, copper jackets were used at experiments below 700 ˚C and iron 198 
jackets at higher temperature, as copper becomes too weak.  199 
2.2.2 Triaxial deformation experiments 200 
Conditions of interest were chosen as confining pressures at 50 and 100 MPa without 201 
imposing pore pressure, and a temperature range of 20-900 C, spanning the anomalously 202 
steep (hot) geotherm found in volcanic areas. The highest temperature of 900 C would 203 
represent that close to the magmatic plumbing system (although not in direct contact), while 204 
200 – 400 C would represent more distal parts of the volcanic basement. The depth range 205 
investigated here does not strictly represent the depth range where the CL formation occurs 206 
underneath Mt. Etna. The Hyblean plateau is inferred to start at a depth of about 4 to 5 km 207 
underneath the volcano with an average thickness of about 10 km (e.g. Tibaldi and Groppelli, 208 
2002). This implies our confining pressure corresponds to the shallow parts of CL at depth. 209 
However carbonates is ubiquitous within the volcano’s sedimentary basement (starting at 1.5 210 
km, (Branca et al., 2011)), thus the confining pressure is of relevance for the upper part of the 211 
volcanic edifice. 212 
Triaxial deformation experiments were performed in open (permitting free outgassing to the 213 
atmosphere) and closed (sealed environment, constant volume) conditions. In open 214 
conditions samples were in contact with the atmosphere on top and bottom faces of the 215 
sample, by 2 mm diameter holes. These are present in the middle of the ceramics and 216 
assembly used to apply a pore pressure to the sample and place a thermocouple close to the 217 
sample. In closed conditions we placed non-porous ceramic spacers on either side of the 218 
sample, which are impermeable on experimental timescale. To ensure there were no leaks 219 
along the interfaces of the spacers with pistons, we additionally ran tests where a thin copper 220 
plate was placed in between, thick enough to seal but not thick enough to influence the 221 
mechanical data. 222 
The furnace is pre-calibrated to ensure little to no thermal gradient across the sample length 223 
(max 0.2 C/mm). During all the experiments a constant heating/cooling rate of 15 ˚C/min 224 
was used, slow enough to heat up the sample relatively homogeneously, thereby preventing 225 
thermal cracking, but still fast enough to reach the experiment conditions quickly. Once the 226 
desired P/T conditions were reached and stabilized (~15 minutes), the axial piston was driven 227 
to achieve a constant strain rate of 10-5 s-1; Force was measured via an internal load cell 228 
measuring differential axial load up to a maximum of 80 kN. This corresponds to a maximum 229 
differential stress of roughly 700 MPa across a 12 mm diameter sample (~450 MPa at 15 230 
mm). Piston displacement was measured simultaneously using internal linear variable 231 
displacement transducers (LVDTs), in order to calculate sample strain. The total strain of all 232 
experiments was kept below ca. 12%, beyond which stress became heterogeneously 233 
distributed in the sample due to influence of the upper and lower pistons. Raw data were 234 
processed to correct for jacket strength (estimated from Frost and Ashby (1982)), change in 235 
sample diameter due to deformation (barreling effect), and distortion due to machine stiffness 236 
and deformation in zirconia and alumina pistons.  237 
2.2.3 Permeability tests 238 
The apparatus was equipped with a pore pressure system, comprising of up- and downstream 239 
pore-pressure sensors connected to either end of the sample assembly (see also Violay et al., 240 
2015). In the upstream circuit, the system is fitted with a servo-controlled volumometer that 241 
may be used in both hydrostatic conditions as well as during deformation tests (i.e. 242 
differential stress applied). This system permits pore pressure control and permeability 243 
determination via the transient step method (Brace et al., 1968).  244 
Using the method described above, we measured gas permeability at an effective pressure of 245 
50 MPa (a confining pressure of 75 MPa and an equilibrium pore pressure of 25 MPa, 246 
assuming a simple effective pressure law). A pore pressure difference of 5 MPa between 247 
upstream and downstream reservoirs was applied; the decay of this pressure change with time 248 
was fitted with an inverse exponential decay in order to calculate the permeability (Brace et 249 
al., 1968). The transient flow depends on the pressure difference and on the volumes of the 250 
upstream and downstream reservoirs, which are 8600 and 2260 mm2, respectively. The small 251 
volume changes of the reservoirs, due to pressure changes, have been neglected due to the 252 
significant storage capacity and high rigidity of both reservoirs. Pressure changes due 253 
temperature variations have also been neglected since the reservoirs are sufficiently far from 254 
the “hot zone”, i.e. where the sample sits. We have evaluated the effect of gas slippage 255 
(Klinkenberg, 1941), and found that the mean gas pressure was high enough (>3 MPa) to be 256 
negligible for permeability determinations (Peach, 1991).  257 
In gas permeability measurements, particular care must be taken to seal the surface within the 258 
jacket. We decided not to use room temperature as the initial temperature due to the fact that 259 
calibration runs with impermeable test samples (metal cylinders) revealed leaks between 260 
sample and jacket. It was found that 200 ˚C represented an optimum balance between sealing 261 
the jacket via the rheological properties of copper and conditions shallow enough to represent 262 
a low end-member for investigation. To mitigate leaks and ensure full saturation of the 263 
sample, the sample assembly was held at a confining pressure of 75 MPa and a pore pressure 264 
of at least 8 MPa, at room temperature, for at least 12 hours before heating up the assembly 265 
and measurements were conducted. We measured the permeability at different stages of a 266 
temperature cycle while maintaining a constant effective pressure. Temperature was stepwise 267 
increased from 200 to 300, 400, 500 and finally 600 ˚C. If the time to reach equilibrium 268 
between reservoirs was sufficiently low (less than 30 minutes), the permeability was 269 
measured twice to evaluate data repeatability. The upper temperature limit was imposed due 270 
to the use of the copper jacket, chosen for its superior sealing properties between the jacket 271 
and the sample and therefore crucial for such low permeability experiments. Finally, to check 272 
for hysteresis effects, additional permeability measurements were made during the decreasing 273 
temperature cycle at 400 and 200 ˚C. Measurements at temperatures higher than 600 ˚C were 274 
conducted using iron jackets, as iron was found to be sealing from 700 ˚C onwards. 275 
Given the time-dependent nature of the transient flow method, we only measured 276 
permeability under static conditions as sample mechanical relaxation (when in the flow 277 
regime, particularly at high temperature) and sample porosity healing impede accurate 278 
permeability measurements during deformation. Even in hydrostatic conditions time 279 
dependant deformation might occur at high pressure and temperature, however we assume 280 
these processes to be much slower than the timescale of our permeability measurement. 281 
Indeed following Renner and Evans (2002), under our permeability measurement conditions 282 
time dependant mechanisms are activated at 10-7 s-1, at which the timescale to reach 1% strain 283 
is two orders of magnitude faster than a permeability measurement. 284 
2.2.4  XRD analysis 285 
The starting material as well as tri-axially deformed samples were analyzed using an X-ray 286 
diffractometer (Bruker, AXS D8 Advance, equipped with a Lynxeye superspeed detector, as 287 
installed at ETH, Institute for Geochemistry and Petrology). For post-test samples the XRD 288 
spectra were obtained within hours of running the test, such to avoid recrystallization and / or 289 
alteration by exposure to ambient water (lime to portlandite). Post-test samples were dry-cut 290 
to the dimensions acceptable for XRD analysis. 291 
We compared samples held at confinement at different temperatures with two samples held at 292 
800 ˚C in an oven at ambient pressure for a similar amount of time, using a similar heating 293 
and cooling regime as the samples held confined, to confirm that decarbonation reactions do 294 
occur when there is no confining pressure. 295 
Obtained XRD spectra were compared with crystal structure data derived from the American 296 
Mineralogist Crystal Structure Database (see Downs and Hall-Wallace 2003). 297 
298 
3 Results 299 
3.1 Mechanical data 300 
In all experiments, the apparatus and the sample initially deformed elastically (i.e. stress 301 
increased linearly with strain) until the yield strength was overcome and permanent 302 
deformation of the sample initiated. Static Young’s modulus was determined by fitting a 1st 303 
order polynomial to the stress-strain curve between 0.2 and 0.6-0.8 % strain. The lower limit 304 
was imposed to reduce non-linear behavior resulting from closure of any residual space 305 
between piston and sample, as well as the crack closure threshold, the upper limit by the yield 306 
point (i.e. strain at which yielding occurred) (Brace, 1966). 307 
For the room temperature (20 ˚C) experiment, Young’s modulus was approximately 34 (+/- 308 
2) GPa, decreasing to 16 (+/- 2) GPa as temperature is increased to 600 ˚C. We found that the 309 
Young’s modulus is independent of the confining pressure (supplementary material, item 3).  310 
At a confining pressure of 50 MPa and temperatures between 20 and 300 C, samples yield 311 
around 300 MPa and 1% strain. Peak stress was at 375, 390 and 430 MPa, and at 1.6, 2.5 and 312 
7.0% strain, for the 20, 200 and 300 C experiments, respectively. Strain weakening occurred 313 
after peak stress until the samples eventually formed a shear-fracture. In all these 314 
experiments, a common feature is the increase in the total strain before failure as temperature 315 
increases, as evidenced by the strain at which a sudden stress drop occurred (2.5, 4.5 and 8% 316 
for experiments at 20, 200 and 300 ˚C). After failure, continuous deformation was recorded 317 
with a differential stress of 250 to 280 MPa. In the case of the experiment conducted at 200 318 
˚C, a clear stick-slip frictional behavior was observed.  319 
 320 
Figure 2: Differential stress (MPa) versus Strain (%) curves for Comiso Limestone for different temperatures 321 
(indicated by line style and color), all experiments at a Pc = 50 MPa and strain rate = 10-5 s-1. Jacket contribution is 322 
plotted for experiments at 200, 300 and 400 ˚C, at higher temperatures the contribution is negligible as well as at 323 
room temperature where a polymer (heat shrink tube) was used. 324 
 325 
Where brittle fracturing occurred up to 300 ˚C, experiments conducted at temperatures in 326 
excess of 300 ˚C samples showed macroscopically ductile behavior. The yield point is 327 
primarily dependent on temperature, however a secondary dependency (monotonic hardening 328 
between 5 to 10 MPa per % strain) has also been measured. The flow stress (measured at 5% 329 
strain and at a strain rate of 10-5 s-1) decreases from 310, 250, 180 to 10 MPa at temperatures 330 
of 400, 500, 600 to 800 ˚C, respectively. A similar behavior was found at 100 MPa confining 331 
pressure: increasing temperatures lead to a switch from brittle to ductile behavior (suppl. 332 
material). In detail, when comparing two experiments performed at different confining 333 
pressures and low temperature (20, 200 ˚C), the yield strength and peak strength both 334 
increase with increasing confinement pressure. At 400 and 600 ˚C, we observed 335 
macroscopically ductile behavior, with a higher hardening rate at higher confining pressure.  336 
Comparing open and closed conditions (all at 50 MPa of confining pressure): the yield stress 337 
and sample strength, as measured at 600 and 800 ˚C, is not influenced by the ability of pore 338 
pressures to escape or build up. A very minor change in post peak mechanical behavior was 339 
observed (figure 3). For closed systems at 600 ˚C, the stress slowly reaches a maximum of ca. 340 
200 MPa at a finite strain of 8%, compared to a stress of ca. 220 MPa for open system at 600 341 
˚C. At 800 ˚C we don’t observe significant changes, which could be due to the very low 342 
sample strength. 343 
 344 
Figure 3: Differential stress (MPa) versus Strain (%) curves for Comiso limestone, all experiments at T = 600 and 800 345 
˚C and a confining pressure of σ3 = 50 MPa and a constant strain rate of 10-5 s-1. Open refers to drained experiments 346 
(free outgassing allowed) and closed to confined (constant volume). 347 
 348 
3.2 Deformation textures and microstructures 349 
Post-deformation thin sections were investigated under a Scanning Electron Microscope 350 
(SEM, type JEOL-JSM 6300F, installed at ETH Zurich Institute of Geochemistry and 351 
Petrology) (Figure. 4). At 25 ˚C strain was localized, generally along a main fault associated 352 
with smaller subparallel or intersecting cracks and faults. Most of the cracks were inclined 353 
30 to the compression direction. Between 200 ˚C and 300 ˚C about 100 to 500 µm thick 354 
anastomosing shear bands developed, most of them at 30 - 40º to the compression direction, 355 
the angle increasing with increased temperature. Grain-size reduction, micro-cracking, and 356 
rigid-rotation and frictional sliding of fragments can be observed within shear bands.  357 
Samples deformed at 400 °C and higher (up to 900 ˚C) are characterized by the absence of 358 
strain localization.  359 
 360 
Figure 4: SEM images of post-experiment samples, all deformed at Pc = 50 MPa. Upper panel: sample deformed at 361 
room temperature, a) conjugate sets of microcracks, b and c) localization features with c) as main shear fracture. 362 
Middle panel: sample deformed at T = 200 ˚C, similar to top panel, d) microcracks, e) and f) main localization 363 
features. Lower panel: sample deformed at 600 ˚C, no significant microcracks or localization features. 364 
 365 
3.3 XRD results 366 
Two samples heated up to 800°C in an oven at ambient pressure, show distinctive peaks at 367 
two-theta angles associated with lime. In one case some residual calcite could be detected. In 368 
contrast, for samples held under a confining pressure at 50 MPa and at temperatures ranging 369 
from 500-900 ˚C, XRD data show only the presence of calcite. Peaks for portlandite and lime 370 
have not been identified out of the background noise. For the experiments performed at 800 371 
and 900 ˚C, we chose to orient the XRD sample such that end-face of the sample was 372 
measured. At this face the sample was connected with the atmosphere by the 2 mm 373 
thermocouple feedthrough, however no decarbonation products were detected. 374 
 375 
 376 
Figure 5: 2-theta spectra derived from XRD measurements of pre- and post-test samples. Peaks are correlated with 377 
calcite and lime lattice planes, (respectively CC-# and L-#, data derived from mindat.org), Y-axis (counts per second) 378 
is kept constant and relatively low such that minor peaks may be identified, while major peaks plot outside of the 379 
range. Portlandite peaks are to be expected around 2-theta angles of 18˚ and 35˚ (Heap et al, 2013). The panel labeled 380 
“Unconfined 800 ˚C” refers to a sample kept in an open system, at 800 ˚C without effective confinement. 381 
 382 
3.4 Permeability 383 
Permeability was measured prior to sample deformation, under hydrostatic stress conditions 384 
(Peff = 50 MPa). Permeability decreased with temperature from 1.5 x 10
-17 m2 at 200 ˚C to 3.5 385 
x 10-19 m2 at 600 ˚C (Fig. 7). The decrease can be described by best-log-linear fit of the form 386 
k = 10^(aT+b) with a = -4.5126 x 10-3, b = 15.8829, permeability (k) in m2 and temperature 387 
(T) in ˚C. 388 
 389 
Permeability essentially remains unchanged, at approximately 2 x 10-19 m2, during stepwise 390 
sample cooling, implying it is not recoverable. We preformed a second permeability test 391 
using an iron jacket, suitable for higher temperature measurements (T>600 ˚C). This test 392 
showed the permeability was too low to be measured by the transient step method, indicating 393 
the permeability is probably below 10-20 m2. Post-test porosity measurements of that sample, 394 
with helium pycnometer, showed that porosity had decreased to less than 2%. 395 
 396 
Figure 6: Permeability evolution with increasing and subsequently decreasing temperatures as indicated with the 397 
arrows.  398 
399 
4. Discussion 400 
Decarbonation has been identified as a cause for strength reduction in carbonates exposed to 401 
high temperatures (Mollo et al., 2011; Heap et al., 2013), as well as a cause of non-magmatic 402 
CO2–source in magmatic systems (Chiodini et al. 2011). However, decarbonation reactions 403 
relevant to volcanic basements in terms of temperature and pressure, have not been evidenced 404 
so far. Here, we have assessed the deformation properties of low porosity carbonate rocks at 405 
elevated temperatures and pressures, in the context of the volcanic system of Mt. Etna, with 406 
special interest on the effect of decarbonation on mechanical strength.  407 
4.1  Comparison with uniaxial experiments 408 
Experiments at confining pressure of 50 MPa documented a distinct change in the nature of 409 
faulting with increasing temperature. Changes in the deformation mode correlate with the 410 
stress-strain behaviour in both suites of samples: localization corresponds to strain weakening 411 
with increasing deformation, whereas distributed deformation corresponds to strain 412 
hardening. The degree of localization and grain comminution decreased with temperature. 413 
The failure mode changed from wedge splitting (up to 200 ˚C) to shear rupture (up to 300 ˚C, 414 
following the classification of Evans and Kohlstedt, 1999) to homogeneous flow (from >300 415 
to 900 ˚C). As different mechanisms of deformation may occur simultaneously, it is difficult 416 
to identify their relative roles. However, in our experiments (i.e. 50 MPa of confining 417 
pressure and a strain rate of 10-5 s-1), the BDT can be placed around 350 +/- 50 ˚C, whereby 418 
the BDT is defined as the switch of the material’s capacity to deform to a substantial strain 419 
without stress drop (Rutter, 1986; Heap et al., 2013). This definition does not imply any 420 
particular deformation mechanism. Instead, the definition is a macroscopic characterization 421 
of the sample deformation. Previous studies on carbonate bearing rocks predict that 422 
distributed deformation at high temperature and confining pressure is mainly accommodated 423 
by intracrystalline plasticity and diffusion mechanisms (Rutter 1995; Renner and Evans, 424 
2002; Kushnir et al. 2015). 425 
Previous work has been conducted on sub-Etnean limestone in uniaxial compressive (UC) 426 
experiments (Mollo et al., 2011; Heap et al., 2013). The measured strength (UCS) was lower 427 
by a factor of 2 than the strength measured under tri-axial conditions (TCS) (present study). 428 
Moreover, for the same laboratory strain rate (10-5 s-1), the BDT occurred at approximately 429 
150 ˚C lower temperature than under uniaxial compression (500 +/- 50 ˚C; Heap et al., 2013). 430 
A likely hypothesis for the lower BDT temperature is a decreased propensity for 431 
microcracking, as cracks are harder to open and / or propagate under confining pressure. 432 
Moreover plastic deformation mechanisms are more prevalent at higher pressure (Violay et 433 
al., 2012). 434 
Further differences between the UC and TC are revealed through changes in chemistry of the 435 
post-test materials. In UC tests, decarbonation products (lime and/or portlandite) were found 436 
in samples exposed to temperatures more than 650 ºC. Decarbonation products were not 437 
found in TC tests (open), at comparable temperatures, nor at higher temperatures (up to 900 438 
˚C). More evidence of inhibition of decarbonation reactions arises by the similarity between 439 
the open and closed experiments, suggesting that either decarbonation does not significantly 440 
influence the sample strength, or it did not occur sufficiently on the timescale of our 441 
experiment (several hours). We ascribe the differences in decarbonation between UC tests 442 
and TC tests to permeability reduction due to ductile flow of the sample under confining 443 
pressure. Ductile deformation leads to the closure of pore connectivity, thereby trapping CO2 444 
in the pores, thus sufficiently increasing local CO2 fugacity to limit decarbonation reactions 445 
(see Mollo et al., 2012). However, in natural cases, if deformation is accompanied by dilation 446 
(e.g. dyking events), this might provide sufficient pathways for CO2 to escape at least 447 
transiently, and thereby the decarbonation reaction can occur locally. Note that the 448 
sedimentary basement of Mt. Etna also consists of quartzarenites (Wiesmaier et al., 2015). 449 
The quartz-components could provide a framework, resisting compaction and thereby 450 
allowing a sufficient permeability at PT conditions for decarbonation reactions to occur. 451 
Moreover, our tests were conducted on a timescale of several hours. On a geological time 452 
scale CO2 would be able to diffuse out of the sample, even if the permeability is considerably 453 
reduced. In such a case it is likely that the local pore pressure and CO2 fugacity will remain 454 
high enough to limit decarbonation reactions, but not to exclude them entirely. To quantify 455 
such effects on long timescales is beyond the limitations of our experiment, and would 456 
require a setup able to hold samples at stable PT conditions for weeks, months or even years. 457 
It should be noted that permeability experiments were only run under static conditions as no 458 
reliable results may be obtained with the current setup whilst samples are being deformed. 459 
The transient permeability method is time-dependent, which poses a problem in the ductile 460 
field where viscous relaxation occurs during the equilibration of the two reservoirs and stress-461 
strain conditions cannot be kept constant. However, axial deformation can potentially change 462 
the permeability and subsequently the rate at which CO2 is liberated. For low porosity rocks, 463 
existing laboratory measurements indicate that both dilatancy (porosity increasing with 464 
strain) and permeability increases for during brittle failure and subsequent cataclastic flow on 465 
the fracture plane (Zoback and Byerlee, 1975; Zhu and Wong, 1997; De Paola et al., 2009). 466 
Conversely, for high porosity rocks shear failure may be accompanied by a permeability 467 
decrease (e.g. David et al., 1994). In the ductile domain, high porosity rocks can form 468 
compaction bands, thereby decreasing the permeability (e.g. Baud et al., 2012), whereas low 469 
porosity rocks can be associated with either minor dilatancy or compaction, depending of the 470 
deformation mechanism (Violay et al., 2015). Permeability experiments run with a harmonic 471 
method (rather than transient flow method) during deformation are desirable to investigate 472 
the modifications of pore space induced by deformation. 473 
 474 
4.2  Implications for Mt. Etna 475 
Decarbonation in carbonate basement of Mt. Etna has been invoked as a key factor 476 
influencing edifice stability (Heap et al., 2013). Our new experimental results suggest that 477 
confining pressure, combined with high temperatures representative of volcanic systems, 478 
does not significantly alter the mineral composition of carbonates (i.e. no presence of lime 479 
instead of calcite) on a laboratory time scale. This is due to a sufficiently lowered 480 
permeability. Based on this observation, and considering that ductile deformation is dominant 481 
at volcanic temperatures and high confining pressures, we propose that the edifice collapse 482 
can be due to ductile flow of limestone at depth. In contrast, the lowered rock strength due to 483 
decarbonation reactions suggested by Heap et al. (2013) can only be effective in an open 484 
system at shallow levels such that CO2 is able to diffuse slowly over geological timescales. In 485 
deeper parts of the system, the permeability of pure calcite limestone will have significantly 486 
decreased such that decarbonation reactions are considerably limited. This in turn causes the 487 
rate of strength changes due to decarbonation reactions to decrease. Therefore strength 488 
changes at high confinement due to decarbonation reactions (> 600 ˚C) are insignificant 489 
compared to the effect of temperature. 490 
 491 
Our new results suggest that ductile deformation is likely to be pervasive and widely 492 
distributed within Mt. Etna’s sedimentary basement at depths of 4-5 km. The conceptual 493 
model of Tibaldi and Gropelli (2002) invokes two slip surfaces allow movement of Etna’s 494 
eastern flank. The shallower of the two is placed within the sub-Etnean clay horizons (e.g. 495 
Nicolosi et al., 2014). The deeper surface of the two would be where magma intrusion-496 
induced slip is thought to occur. In this model, most of the deformation is accommodated by 497 
these two slip surfaces. Our study suggests that the deformation may be also partially 498 
accommodated by ductile flow of the carbonate unit. This statement fits numerical modeling 499 
(Apuani et al. 2013), where a diffuse deformation zone is suggested. However, it should be 500 
noted that the presented experiments were done at a limited set of PT conditions, and for a 501 
single strain rate. Because the rocks are deforming by both cataclastic and plastic processes, 502 
the exact scaling of strength with effective lithostatic pressure, pore-fluid pressure, and 503 
deformation rate needs further clarification, which will be treated in a subsequent manuscript. 504 
Finally, we have shown that limestone can deform in a ductile manner, involving very low 505 
strength, when exposed to high temperatures and high confining pressure. We have also 506 
demonstrated that decarbonation reaction are inhibited or at least strongly limited under 507 
confining pressure representative of volcanic system. Weaknesses in the volcanic basement 508 
can cause sector collapse (van Wyk de Vries & Borgia, 1996). Mechanisms such as involved 509 
in Mt. Etna’s eastern flank, are likely to occur in other volcanic edifices with carbonate rich 510 
basements as well. Indeed, volcanoes with carbonate rich basements often show 511 
geomorphological evidence of sector collapse (e.g. El Chichon, Mexico (Duffield et al, 512 
1984), Merapi, Indonesia, (Troll et al., 2012), Vesuvius, Italy (Iacono-Marziano et al., 513 
2009)). However, it should be noted that sector collapse cannot be exclusively explained by 514 
ductile flow within the basement, other mechanisms such as fracturing and faulting should be 515 
considered (e.g. van Wyk de Vries & Borgia, 1996). Such effects can be quantified by field 516 
investigations and numerical modelling.  517 
518 
5.  Conclusions 519 
The deep structure of volcanoes control the risk of edifice collapse. Limestone in volcanic 520 
basements has been identified as a hazard due to the propensity of calcite to decompose into 521 
lime and CO2 at high temperatures (>600 ˚C), causing a decrease in mechanical strength. 522 
In this study, we have performed experiments at pressures and temperature conditions 523 
representative of volcano-tectonic settings (i.e. 2-4 km depth and a high temperature range) 524 
on pure calcite limestone: Comiso Limestone. Our results show that Comiso Limestone 525 
experiences a brittle to ductile transition at 350 +/- 50 ˚C at laboratory strain rates (10-5 s-1). 526 
New measurements conducted on Comiso Limestone, at temperatures up to and including 527 
900 ˚C while at 50 MPa confining pressure show that, contrary to previous arguments, 528 
decarbonation reactions do not occur to a measurable extent under confining pressure on the 529 
timescale (hours) of our experiments. There are uncertainties when scaling up to geological 530 
timescales, but our results suggest that decarbonation reactions are significantly limited. 531 
Decarbonation reactions are limited for the following reasons: 1) high temperatures cause a 532 
reduction in rock strength, favoring compaction. 2) compaction leads to the closure of pore 533 
network. 3) local pore CO2–fugacity is able to build up, limiting the decarbonation reaction. 534 
We note that our results are also applicable to limestone with a higher initial porosity. 535 
However if other carbonate rocks (e.g. with siliciclastic components) sustain a lesser degree 536 
of compaction, then the permeability might be sufficient to allow decarbonation reactions.  537 
This has important implications in the interpretation of the deformation of Mt. Etna’s eastern 538 
flank. We propose that deformation is pervasive and mainly accommodated by ductile flow 539 
of carbonate basement units.  540 
These new results may have important implication for other volcanoes with carbonate rich 541 
basements, where ductile flow at depth may cause a significant increase in the risk of sector 542 
collapse.  543 
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Figure Captions: 709 
Figure 1 (width: one column): 710 
Simplified Geological Map of Sicily. After Manzi et al., 2011. 711 
 712 
Figure 2 (width: one column): 713 
Differential stress (MPa) versus Strain (%) curves for Comiso Limestone for different 714 
temperatures (indicated by line style and color), all experiments at a Pc = 50 MPa and strain 715 
rate = 10-5 s-1. Jacket contribution is plotted for experiments at 200, 300 and 400 ˚C, at higher 716 
temperatures the contribution is negligible as well as at room temperature where a polymer 717 
(heat shrink tube) was used. 718 
 719 
Figure 3 (width: one column): 720 
Differential stress (MPa) versus Strain (%) curves for Comiso limestone, all experiments at T 721 
= 600 and 800 ˚C and a confining pressure of σ3 = 50 MPa and a constant strain rate of 10-5 s-722 
1. Open refers to drained experiments (free outgassing allowed) and closed to confined 723 
(constant volume). 724 
 725 
Figure 4 (width: one column): 726 
SEM images of post-experiment samples, all deformed at Pc = 50 MPa. Upper panel: sample 727 
deformed at room temperature, a) conjugate sets of microcracks, b and c) localization 728 
features with c) as main shear fracture. Middle panel: sample deformed at T = 200 ˚C, similar 729 
to top panel, d) microcracks, e) and f) main localization features. Lower panel: sample 730 
deformed at 600 ˚C, no significant microcracks or localization features. 731 
 732 
Figure 5 (width: two columns): 733 
2-theta spectra derived from XRD measurements of pre- and post-test samples. Peaks are 734 
correlated with Calcite and lime lattice planes, (respectively CC-# and L-#, data derived from 735 
mindat.org), Y-axis (counts per second) is kept constant and relatively low such that minor 736 
peaks may be identified, while major peaks plot outside of the range. Portlandite peaks are to 737 
be expected around 2-theta angles of 18˚ and 35˚ (Heap et al, 2013). The panel labeled 738 
“Unconfined 800 ˚C” refers to a sample kept in an open system, at 800 ˚C without effective 739 
confinement. 740 
 741 
Figure 6 (width: one column): 742 
Permeability evolution with increasing and subsequently decreasing temperatures as 743 
indicated with the arrows.  744 
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This file includes the following: 783 
1) List of preformed deformation experiments. 784 
2) List of preformed other experiments (permeability and degassing) 785 
3) Differential stress vs. strain curves comparing experiments at different confining 786 
pressure and temperature. 787 
788 
Supplementary item 1 - List of deformation experiments 789 
In total 19 successful experiments were used in this study. 790 
Table 1: Comprehensive list of experiments, listed here are: Experiment code, Temperature 791 
(˚C), Confining pressure (MPa), Jacket type (Shrink tube/Copper/Iron, ST/Cu/Fe), Yield 792 
point (% of strain where it occurred), Peak differential stress (if applicable), Differential 793 















at 5% strain 
Open (O) / 
Closed (C) 
Post Peak Behavior 
P1596 25 50 ST 1.2 295 Not reached C Weakening (brittle 
failure) 
P1600 25 100 ST 1.2 350 345 C Weakening (brittle 
failure) 
P1604 200 50 Cu 1.0 310 360 C Weakening (brittle 
failure) 
P1618 200 100 Cu 1.0 not reached 365 C Weakening (brittle 
failure) 
P1833 300 50 Cu 1.0 430 425 C Weakening (brittle 
failure) 
P1603 400 50 Cu 0.9 not reached 310 C Hardening 
P1715 400 100 Cu 0.9 not reached 350 C Hardening 
P1724 500 50 Cu 0.8 not reached 250 C Hardening 
P1606 600 50 Cu 0.6 not reached 180 C Hardening 
P1714 600 100 Cu 0.6 not reached 215 C Hardening 
P1710 600 50 Cu 0.6 not reached 210 O Hardening  
P1775 600 50 Cu 0.6 not reached 200 O Hardening  
P1774 600 50 Cu 0.6 not reached 195 C Hardening 
P1780 600 50 Cu 0.6 not reached 185 C Hardening 
P1831 800 50 Fe <0.1 not reached 5 O Hardening 
P1832 800 50 Fe <0.1 not reached 5 C Hardening 
P1830 900 50 Fe <0.1 not reached 5 O Hardening 
795 
Supplementary item 2 - List of permeability experiments 796 
 797 
Table 2: overview of permeability and degassing experiments. Listed are: Experiment code, 798 
Temperature (˚C), Confining Pressure (MPa), Jacket material (Copper / Iron, Cu/Fe), Pore 799 













P1769 200-600 75 Cu 25 Permeability test cycle 
P1766 800 75 Fe 25 Impermeable, even with a 





Supplementary item 3 – Differential stress vs. strain diagram 804 
Differential stress (MPa) versus Strain (%) curves for Comiso Limestone for different 805 
temperatures at confining pressures of σ3 = 50 MPa (dashed lines) and 100 MPa (solid lines). 806 
Comparative experiments were conducted at temperatures of 20 (blue), 200 (green), 400 807 
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